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ADVANTAGES

INCLUDED

 

Upper helix
spins rightwards
 

Lower helix
spins leftwards 

DM 1600

M18 insertion
 

2 mechanical speeds

6 speeds regulator
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Power input
No load speed (top)
No load speed (lower)
Coupling
Top propeller
Lower propeller
Propeller length
Weight
Capacity

1600
290 - 480
380 - 620

M 18
Ø 140
Ø 114

600
5.5
90
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min-1

mm
mm

mm

L
Kg

- 1 Combined turning propeller 
   WK3 - M18  - 114 / 140.
   Ø 140 mm (T

op).   Ø 114 mm (Lower).
   600 mm (length).
  - Bag

COMBINED TURNING PROPELLER.
STABILITY FOR HEAVY DUTY.

Helix Lower.
Turn left..

Helix Top.
Turn right.

MIXER WITH 2 
CONCENTRIC PROPELLERS

MAXIMUM PERFORMANCE.40% MORE
EFFICIENT THAN A CONVENTIONAL MIXER. 
Greater stability and ease of use that whisk 2 propeller.
- Combined spin propeller:
      Upper propeller with right turn (rotates clockwise).
      Lower propeller with left turn (turns in counterclockwise).
- Innovative inverted turning system.
- Propellers that rotate inverse to counter the turning 
   effect, great stability in the moment of use, allowing 
   easy manipulation even with one hand.
- Powerful continuous duty S1 motor.
- 2 Mechanical speeds
- 6-speed electronic variator with torque control.
- Ergonomic work handle.
- Easy switch lock.
- Aluminum body, strong and light.


